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The Delta Dual V3 packaged pump 

station has been specifically designed 

to work in harmony with the Delta 

Cavity Drainage System to collect 

Ground Water via a perimeter channel 

or 110mm pipe (129 Detail). 

Product Code: DMS164

Pumping applications are invariably 
demanding – typically operating in 
unsympathetic, arduous or extreme 
environments, where quality matters. 
The Dual V3 sump offers unrivalled 
capabilit ies.

BENEFITS

•	The pump station is delivered as a complete package including 

chamber, all internal pipe work and two powerful V3 pumps

•	Designed specifically for below ground applications

•	HDPE chamber

•	Able to withstand hydrostatic forces encountered in applications 

with high water tables

•	Suitable for residential, commercial and heritage buildings

• NBS Specification R18 (Clause 310) Pumping 		

  Stations and Pressure Pipelines

• BS 8102:2009 Type C Drained Protection

• AlertMaxx2 EC

• Delta HLA

• PowerMaxx 2

SPECIFICATION

ASSOCIATED PRODUCTS

The Delta Dual V3 specifically designed to be used as part of a Delta ‘Type C’ Cavity Drain 
Waterproofing System. Delta offers a comprehensive range of Packaged Pump Stations which are 
suitable for the evacuation of Ground Water, Surface Water and Foul Water. In addition we offer 
bespoke chambers for larger projects. 
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Remember this product needs to be accessed for service so care should be taken with its location. For full installation instructions see ‘Delta Dual V3 
Installation Instructions’ on our website. Delta Sump Pumps should be serviced by trained and qualified pump engineers only.  It is recommended that 
pumps are serviced within 6 months of installation and then at service engineer’s discretion, but with at least one inspection or service every 12 months.

 



Delta Dual V3 for below ground drainage

TECHNICAL DATA

Chamber Dual V3

Contents
1 x chamber 785x655mm deep, inc. 
internal pipe & 2 x V3 pumps

Chamber Material High Density Polyethylene

Volume Below Inlets 87L

Fixed Inlets 3 x 110/160mm

Cable Duct 50mm

Discharge Connection 1.25”/32mm BSP Class C

Discharge Pipework 1.25”/32mm BSP Class C

Internal Pipework 1.25”/32mm BSP Class C

Cable Duct Pipework 2”/50mm White Waste Pipe
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